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TEST FOR THE DURABILITY OF ROAD SRRKING MATERIALS

(Durability test according to EN 12187:2012+4A1.:2014)
The tets marker with * are not covered by ENAC asreditation
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i A) INFORMATION PROVIDED BY THE CUSTOMER
& BASE MATERIAL

| ? T HERCULES PAVES RUSTIQUES
Nature: Two components vhith aggregates
Dossage: 4.990 g/m?® Thick - pm
Producer. GEVEKO MARKINGS
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Antiskid aggregates Glass beads - Antiskid aggregates
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1. Testconditions

in with the given in EN 121972012+ 2014
Tes plates: 1 Roughness: RG2  Size: Large ]
Test plates orientation: F.'arallel to the movement ol the loading wheels
Conditions during appliﬁ!"?"f 1* amb: 0°C HR: 0% Malerial temperature (thermoplastic) °C;
als applied, % on Film maker materiz -100,00 Glass beads: - Others malerials:
Anliskid aggregales: - Mixture: - Premix:
Test Tyres: Commercial tire 250/60 R15
Numer of wheels: 4
Load on wheels (N): 3000 £ 300
Tyre air pressure (Mpa): 025+ i
Support angle (degrees): 0°£ 20
Siesting angle (dedresa; alternating +1° (£ 10/ - 1° ( 101)
Room temperalure: between + 5°C y + 10°C
Dryving cycle: In accordance with EN 13197:2012+A1:2014
Periodicity of measurements: 0,01;0,1; 0,2; 0,5; 1,0; 2,0; 3,0 and 4,0 x 10° whee| passages
Desvialions: The of the mat; was not wil or verified by AETEC S.A.
This kind of road marking Is not Included In the scope of the Standard EN 1436:2018, however we used test methods
and expressed values In performance for classes (when it s ) g to this
2.- Testresults: initial and retained values and their techical classes in accordance with EN 1436:2018
value and for each number of roll-overs x 10°
RACTERISTIC
CA 0,01 (P0) 0.1 (P2) 0,2 (P3) 0,5 (P4) 1,0 (P5) 2,0 (P6) 3,0 4,0 (P7)
dry (med:m?1x”) E; > < = c 9 G z i
Night-time visibility, R rain (mcd:m?Ix") - - - - - - - - 7%
wet (med-m?Ix”") 2 £ B 2 & - g = £7%
X 3 5 - - = = - - +0,004
y 5 5 5 - = & = - 0,004
 visil
Day-time visibility B = = = = 5 3 S - £0,023
Qd (med-m¥ix") - - - - - - - - 29%
Percentage of wear 99 99 99 99 99 %5
SRT coor. 60 52 52 48 48 45
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